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Abstract

Demonstration of the AddVisor( 150 Head Mounted Display

The AddVisor( 150 Head Mounted Display will be demonstrated in the exhibition area during the Presence 2003 conference.

Main Features

The AddVisor( 150 is a new state-of-the-art head mounted display designed to meet requirements of high-end augmented and virtual reality applications. Main features include:

- superior image quality 

- stereoscopic viewing 

- low weight and excellent comfort 

- see-through and non-see-through operation

The attractive and ergonomic design of the AddVisor( 150 head set features easy access to user adjustments including interpupillary distance, brightness, brightness balance and audio volume as well as mounting points for most common head tracker systems. The head fitting system features a patent pending design for easier adjustment to the individual head size.

Breif technical data

Field of view:
36 x 29 degrees at 100% binocular overlap
 
54 x 29 degrees at 50% binocular overlap 

Focus:
0,6 – 25 m

Definition:
1280 x 1024 full colour pixels per eye

Colour depth:
24 bits

Display media:
Reflective FLCOS

Binocular distance:
0,6 m - (
AR see-through:
> 30%

Headset weight:
1 kg

Video input:

Dual 60 Hz SXGA, digital or analogue

Options:

Trackers, stereo audio earphones, microphone, head  
    
mounted cameras











